
Fully-Automated Internet Camera For Remote Monitoring
that can be updated continuously or at set intervals so you can keep an eye 
on a construction site, a REMOTE security station, or even a day-care center 
across town.

And because there’s no need to connect the VersaCam to a PC, your overall 
system cost will be dramatically decreased. Now remote monitoring is available
to everyone.

With the Pentax VersaCam you’ll enjoy more flexibility for remote monitoring than
you ever imagined. Only Pentax can deliver all of these Internet Camera benefits:
• Mechanical auto-iris captures images in most light levels
• No PC required—connect direct to the Internet or Network
• High quality, full color JPEG images up to 640 x 480 resolution
• Input triggers are perfect for security applications
• Rapid transfer rates up to 2 frames per second
• Interchangeable PC-Card interface

The Pentax VersaCam is a fully-automated digital camera that instantly 
sends high-quality images via the Internet directly to a web site or computer 
for completely hands-free MONITORING of any remote location. With all the
firmware built in, the VersaCam connects directly to the Internet or a Network
through one simple interchangeable PC-Card.

The VersaCam delivers video transfer rates of up to 2 frames per second, which
allows you to customize how often you capture images and how they are 
distributed. Whether you choose scheduled MONITORING or triggered-event
monitoring, the VersaCam can automatically send images to a website for access
anywhere in the world, to your email inbox or your local computer network.

Plus, VersaCam is built by Pentax, so you get the benefit of the most advanced
optics TECHNOLOGY on the planet from the recognized leader in camera
technology. With a small, rugged case and high-quality camera lens, the
VersaCam has virtually unlimited uses for remote monitoring, SECURITY and
even Internet marketing applications. You’ll get high-quality, full-color images

High-Quality, Low Cost Remote Monitoring For Everyone

Imagine The Possibilities Of Remote Camera Monitoring
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Camera Specifications

Image Transmission Control
• User specified schedule
• Image send button 
• Detection of electrical input trigger(s)
• Request from configuration software

Video & Image Information
• 1/4" CCD (270,000 pixels)
• User selectable resolution: 640x480, 320x240, 80x60
• Automatic white balance
• 2 to 10,000 LUX
• JPEG compression, user selectable compression ratio
• NTSC or PAL Video Input
• NTSC or PAL Video Output

Destination Systems
• FTP server connected via modem or LAN 

(internet or intranet)

• Email system (image by file attachment)
• CCTV network
• Standalone PC

Software
• Configuration software requires Windows 95, 98, NT or 2000
• Camera supports TCP/IP protocol and PPP for dial-up
• Images can be viewed with standard browsers

VersaCam Goes Anywhere You Want To See.

Signal Interfaces
• RJ-11 from PCMCIA modem card
• RJ-45 10BaseT Ethernet from PCMCIA NIC card
• RS-232C port
• RCA jacks for video input and output

Power Requirements
• 12VDC @ 500mA from supplied adapter

Lens Options (others available)
• 2.8 mm, 4 mm, 8 mm, 3.5~8 mm manual zoom
• CS-mount

Physical/Environmental Features
• 2.0" x 3.2" x 5.9" (H x W x D)
• 14.7 ounces without lens
• Temperature: 40º-105º F (4º-41º C)
• Humidity: 20%-80%
• Approvals: CE, FCC, UL

PCMCIA Type II
Interface Slot Modem,

LAN, Wireless

RS232C Serial Port

VersaCam as
Video Source

External Video
Source

Triggers

External/Internal
Video Switch

Power Jack

VERSACAM

Data Sheets rev.  8/2/01  3:03 PM  Page 2


